












SI. 
No. 
1. 

List of equipments with specifications 

Name of the equipments 

Blood Bank Centrifuge Facility to set multiple user profile with password 
protected access. 

Protected admin control for key parameters. 

Specification 

Display of realtime run graph with display set & run 

parameters. 

Gloves friendly touch screen operation with option to 
connect with wireless mouse. 

Sequential program with speed & time triplets. 

Inbuilt Rotor & Bucket cycle counter to notify user for 
replacement. 

Flexible timer option to display total run time with/ 

without acceleration. 

Onscreen mutual, troubleshooting & process guide 
Enable remote monitoring with casting live screen on 

mobile phone (optional) 

Technical Specification: 
Process controls: Bi-directional encoder 

Menu driven program: 99 Nos. 
Acceleration profile: 1-9 Steps 
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Decleration profile (incl.coasting):1-10 Steps 
Max speed: 4200 settable+ 10 RPM 
Max RCF :6000 G 
Max time: 0 to 99 hr 59 min 

Other Specifications: 
Rotor Head & Bucket Set for 6 Blood Bag Capacity 
a) Set of 6 metal carrier each to hold one bag, bucket 

volume 6x 155ml. 

Balancing Weights: 

b) Set of steel plates suitable for buffycoat component 
processing. 



2. 

3. 

4. 

5 

Plasma Freezer 

Refrigerator 

Deep Freezer 

Phaco Machine 

1GMS 

4 GMS 

Important Parameter for Quality Components : 
Procedural Requirements (As per AABB & DGHS 
manual) 

Centrifugal Force (RCF) : 5000 g Heavy spin- Max. 
RCF 

Temperature Range : Need temperature 20° C+2°C to 
run PRP method & Buffycoat method, 4° to run FFP & 
Cryoprecipitate method. 

weight to improve centrifuge efficiency. 
Temperature range: -30° C to -40° C. 

Calibration : Must be calibrated for speed & time for 
various component preparation 

Temperature accuracy: + 3° c. 
Temperature Uniformity: ± 10° c. 
ICDAS- Compatible. 
Capacity 200 ltr 17 cuft 

Imbalance : Contents in opposing cups must be equal in 

Single door. 
5 star (BEE rating) 
Volume 176-194 ltrs 
Temperature range: 2-8° C 

Conformity to USFDA 
Capacity 200-245 
-10° c to -25° c (operating temperature) 
(Temperature adjustable) 
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2GMS 

6 GMS 

ii) Irrigation fluid delivery- Gravity fed. 
ii) Reusable tubing and cassets. 

i) Hand piece- with ultra light weight ultrasound bearing6 
crystals with orbital motion and one extra hand piece. 

iv) Aspiration type- peristaltic. 
v) Diathermy- Bipolar, 10-100% linear/ non linear control 
in all surgical modes. 

vii) LCD display with soft touch interface 

vi) User- 10 users, mode U/S-1, U/S-2, U/S-3, I/A 1, IA2/ 
1/A3. 
vii) Multifunctional foot switch with programmable foot 

pedal. 



6. 

7. 

Surgical operating 
Microscope (for 
ophthalmic micro 
Surgery) 

0.T. Table 

ix) Video overlay facility in ALL MODES. 

x) Electrical specification- 110-230 AC 

xi) Compact machine trolley with instrument tray 

Xii) 4 years warranty. 

i) Inbuilt camera with monitor and recording system. 

ii) Step magnification controlled by foot switch. 

iii) Motorized focusing. 
iv) 90° Tiltable binocular tube. 

v) Magnification 0.4x, 0.6x, 1.0x, 2.5x. 

vi) Illumination: a) Bright LED, day light adjustable. 

b) Yellow, blue and integrated heat 

filter, Retinal guard manual flip in and one. 

vii) Adjustment range 61 mm X61 mm 

viii) Multifunction foot switch. 
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ix) Vertical height adjustment of supporting arm. 

x) Electrical specification 110-230 V AC, 50-60 Hz 

i) Motorised O.T. table for patient. 

ii) Length 1900 mm, 600 mm width, 690 mm height 

adjustable. 
iii) Soft cushion covered 

iv) Standard accessories- foot switch and power cord. 
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